BID COMPARISON - CLAY TOWNSHIP

Dodson Road Improvements Phase 3

Project No. 2008-060

Walls Bros. Asphalt

ITEM DESCRIPTION QUANTITY UNIT |UNIT PRICE| AMOUNT
202|Mailbox Removed & Replaced 3| Each $ 117.30|$ 351.90
203|Borrow (Shoulder Fill) 100 CY $ 40.90 | $§ 4,090.00
203|Excavation Not Including Embankment Construction 334 CY $ 10.37 | $ 3,463.58
204|Subgrade Compaction 1,461 SY $ 05019 730.50
209|Linear grading, Typical, As Per Plan 2.01 Mile $ 7,406.79 | $ 14,887.65
253|Pavement Repair 90 CY $ 21481|9% 19,332.90
301|Bituminous Aggregate Base (Widening) 244 CY $ 11311 | $ 27,598.84
304 |Compacted Aggregate Base, (Under Pavement Repairs) 90 CY $ 39.08|$ 3,517.20
407 |Tack Coat 1,603 Gal $ 298| $ 4,776.94
411|Stabilized Crushed Aggregate, As Per Plan 262 CY $ 3404 |$ 8,918.48
448|Asphalt Concrete Intermediate Course, Type 2, Medium Traffic, PG 64-22 (Wedge) 50 CY $ 12196 |$ 6,098.00
448|Asphalt Concrete Intermediate Course, Type 1, Medium Traffic, PG 64-22 (Scratch) 150 CY $ 12231|$ 18,346.50
448|Asphalt Concrete Intermediate Course, Type 2, Medium Traffic, PG 64-22 446 CY $ 11349 | $ 50,616.54
448|Asphalt Concrete Surface Course, Type 1, Medium Traffic, PG 64-22 301 CY $ 11998 (% 36,113.98
614 |Maintenance of traffic 1| Lump $ 2,216.35($ 2,216.35
642 |Centerline, Type 2 1.00 Mile $ 955.00(% 955.00
642 |Edge Line, Type 2 2.00 Mile $ 700.00|$ 1,400.00

$

203,414.36




